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Vervolg van vorige bladsy


TOTAL ECO DIESEL


	Description:

TOTAL ECO Diesel is a higher energy Diesel, available throughout R.S.A and the N.B.L.S states.

Application:

Used in two-stroke, four-stroke diesel engines and as an industrial heating fuel.

Note:

Do not contaminate diesel fuel with other fuels, products or water.

Performance specification:

SABS 342-2002

Continued overleaf
	Beskrywing:

TOTAL ECO Diesel is ‘n hoë  energie brandstof, beskikbaar in R.S.A. en N.B.L.S.state.
Aanwending:

Vir gebruik in tweeslag, vierslag dieselenjins asook as industrieële verwarmingbrandstof.

Nota:

Moenie diesel brandstof met ander brandstowwe, produkte of water meng nie.

Werkverrigtingspesifikasies:

SABS 342-2002

Vervolg op keersy
	Test
Specification
Typical figures
Toets


Spesifikasie
Tipiese syfers

ASTM Colour
2,0max
<1,5
ASTM Kleur

Density at 20C kg/(
0,800 min.
0,840
Digtheid by 20C kg/(
Distillation corrected to 101,3kPa

Distillasie korrek by 101,3kPa

90% volume recovery C
362max
358
90% volume terug gekry C

Final boiling point C
Report
-
Finale kookpunt C

Flash point PMCC C
55 min
66
Flitspunt PM geslote C

Viscosity mm²/s at 40C
2,2 to 5,3
3,8
Viskositeit mm²/s by 40C

Cold filter plugging point C


Kouefilterstrempunt C

October 1 - March 31
+3 max
0
Oktober 1 - Maart 31

April 1 - September 30
-4 max
-6
April 1 - September 30

Total sulphur %
0,30 max
0,29
Swael %

Cetane number
45 min
48
Setaangetal
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TOTAL ECO DIESEL PLUS


	Description:

TOTAL ECO Diesel PLUS is a low sulphur, high energy fuel available in selected areas of Southern Africa for use in diesel engines.The Eco Boost imparts added detergency,adds lubricity anti rust and antifoaming characteristics to the diesel.

Application:

Used in two-stroke, four-stroke diesel engines and as an industrial heating fuel.

Note:

Do not contaminate diesel fuel with other fuels, products or water.

Performance specification:

SABS 342-2002

Continued overleaf
	Beskrywing:

TOTAL ECO Diesel PLUS is ‘n hoë energie brandstof beskikbaar in sekere gebiede van Suidelike Afrika vir gebruik in dieselenjins. Eco Boost verbeter die diesel se skoonmaak vermoë, smering,teenrus en bevat ‘n steen-skuim middel.

Aanwending:

Vir gebruik in tweeslag, vierslag dieselenjins asook as industrieële verwarmingbrandstof.

Nota:

Moenie diesel brandstof met ander brandstowwe, produkte of water meng nie.

Werkverrigtingspesifikasies:

SABS 342-2002

Vervolg op keersy
	Test
Specification
Typical figures
Toets


Spesifikasie
Tipiese syfers

ASTM Colour *
2,0max
<1,5
ASTM Kleur *

Density at 20C kg/(
0,800 min.
0,825
Digtheid by 20C kg/(
Distillation corrected to 101,3kPa

Distillasie korrek by 101,3kPa

90% volume recovery C
362max
345
90% volume terug gekry C

Final boiling point C
Report
-
Finale kookpunt C

Flash point PMCC C
55 min
66
Flitspunt PM geslote C

Viscosity mm²/s at 40C
2,2 to 5,3
2,3
Viskositeit mm²/s by 40C

Cold filter plugging point C


Kouefilterstrempunt C

October 1 - March 31
+3 max
0
Oktober 1 - Maart 31

April 1 - September 30
-4 max
-7
April 1 - September 30

Total sulphur %
0,05 max
<0,01
Swael %

Cetane number
45 min
52
Setaangetal

*Note purple colour


*Pers van kleur.

	
	
	


